MATERIAL SAFETY DATA EHEET

MSDS Mame: PL(R) FI:¥ (R) PROFESSIONAL WOOD FILLER
MSDE Number: sD10202

Version Numbexr 2
MS5DS Date: NOV-15-2002
Fage Number: 1

SECTION I - PRODUCT AND COMPANY INFORMATION

Product Name: PL(R] FI:X (R) PROFESSIONAL WOOD FILLER
HMIS Eazard Rating: Health: 1 Fire: 3 Reactivity: 0 FPPFE: B
Company Identification: 08I SBALANTS, INC.a Subgidiary

of Sovereign Specialty Chems.
7405 PRODUCTION DRIVE
MENTOR OE 44040

Informaticn phone/Fax: (440) 255-8%00 / (440) 974-8358
Emergency FPhone (24 hour) CHEMTREC
(800} 424-B3G0
Chemtrec (Qutside-USA) (703) 527-3887
Product Class WQOD FILLER
Trade HName PL hrands
Product Code DWaz20Q34, 057

SEQTTON IT - INGREDIENT AND HAZARD INFORMATION

Hazardous Ingredient Name CAE Number Percent TSCA

ACETONE 67-€4-1 15 - 25 X
Methyl Ethyl Ketone 78-93-3 15 - 25 4
N-Butyl Acetate 0122-86-4 £ - 10 4
ISOPROPANOL 67=-632-0 < 2.0 ¥

Ingredient Natae:
Remaining ingredients are not congidered OSHA hazardous.
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SBECTION TIT - PHYSICAL AND CHEMICAL PROFERTIES

Form: Lt. brown paste

Odor: sharp,of Acetone

Solubilivy (in water): inspluble

pH Value, +/-.3: Not Applicable

Boiling Range: l140.°%F - 23D.9F (60.°C - 110.°Q)
Vapor Pressure {(mmHg) : 155.@ &8.°F (20.°*Q)

Evaporation Rate: 4.8 timeg Faster than n-Butyl Acetats
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MATERTAL SAFETY DATA SEEET

MSDE Hame: BL(R) FI:X (R) PROFESSIONAL WOOD FILLER
MSDS Nurmber: sD10Q302

Version Number 2

MSDS Date: Nov-15-2002

Fage Nunber: 2

Vapor Density: Heavier tham air
¥ Volatile, Weight 40.%

% Volatile, Volume 55. %

Specific Gravity: 1.28

Voo (less H20 ar exsmpt]) 410 Gr/L, 40%
NOTE:

*BOIL RRNGE, EVAF HATE, VAFCR DENSITY AND PRESSURE FOR SOLVENT ONLY!

SECTION IV - FIRE FIGHTING MEAZURES (Flapgh,UEL,LEL for solvent only)

Flammability Class 1B

Flach Range: 0.°F - 20.°F (=17.7B°C ~ -5.67°C)
Tag Cloged Cup

Explosive Range (LEL/UEL): 2.5%
13.%

EXTINGUISEING MEDTIA:
Carbon Dioxide---Dry Chemical---Foam
Use water fog to coel material in vieinity of fire.
SPECIAL FIRE-FIGHTING PROCEDURES:
Use self-contained breathing apparatus with full facepiece
operated in pressure demand or other positive pressure mode.
Water may be used to cool cleosed containers to prevent explosion.
UNUSUAL FIRE AND EXFLOSTON EHAZARDS:
Dry wood paktch contains a small percentage of nitrocellulose which is
readily ignitable and burns with intemse heat. Burning wet (as pack-
aged) weood patch geneyates toxic fumes.

SECTIOK V - HEALTH HAZARD DATA

ROUTES OF ENTRY:
EMNTRY THROUGH...
Inhalation? Yes ] gkin? Yes | Ingestion? Yes
TARGET ORGANS. ..
Wormal exposure--Eye, Skin Irrication
Qvarexposure to Solvents: Cantral nervous system effects,
nose and throat irritant, aye conjuetivitis,
Respiratory btract.
Madical conditions aggravated by exposure to this preoduckt
are pre-existing skin dizorders and
pre-exigting respiratory disorders gsuch as asthma.

CARCINOGENICITY. ..
NTE? N/E f IARC Monographs? N/E CHSA? NO
EFFECTS OF QOVEREXPOSURE

________________________________________________________________________________
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MSDS Name: PL(R) FI:X (R) PROFESSIONAL WOoD FILLER
MSDS Numbsr: sDlo302
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Fage Number: 3

Eyes: Vapors can cause irritation, rednese, teazing and klurred vision
Contact: Woed filler can cause abrasion of eye.

Skin: Prclonged or repeated centact can cause moderate
irritation, defatting, and dermatitis.

Inhalation: Excessive inhalation of wvapors carn cauwse respiratory
irritation, headache, drowsiness and fatigue. High
concentrations of vapors are anesthetic and may cause
central nervoug system effects such as dizziness.

Ingestion: Can gause gagtrointastinal irritation, nausea,
vomiting and diarrhea. May irritate mouth and throat.

FIRST AID MEASTRES

Eyeg: Flush eyes gently with water for at least 15 minutes
lifting eyelids occcasionally; get prompt medical attention

Skin: Wash thoroughly with socap and water; apply a mild skin cream.
Eemove contamlnated clothing.

Inhalation: Move affected person to fresh air; if breathing is
diffieult, adminigter oxygen; if breathing haa etopped,
give artificial respiration. Get medical attenticn.

Ingestion: DO NOT INDUCE VOMITING! Get immediate medical attention.

CHRONIC HAZARDS

Butyl Acetate: Vaper harmful. May affect hrain and nerveous system

causing dizziness, headaches or nausea. May cause zevere =ye

irritation upon eye contact.

NOTICE: Reports have assegciated repeatgd and prolonged
ofcupational eversxpasure to solvents with permanent brain,
nervous system, liver or kidney damage or may cause cardiac
archythmia. INTENTIONAT misuse of this product by
deliberatealy inhaling its vapors may be harmful or fatal.

SECTION VI - STARILITY AND REACTIVITY

Stability: This product is etable
Hazardous Polymerization: Hazardous polymerization will not occur
INCOMPATARILITY:

Keep away from strong oxidizing agents.

CONDITIOCNS TO AVOID:

Keep away from heat, spark, open flames and any ignition source.

HAZARDOUS DECOMPOSITION PRODUCTS:

Will produce fumes and smoke containing carbon wmonoxide a=nd
dioxide under fire conditions.
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SECTION VIT - ACCIDENTAL RELEASE AND DISPOSAL MEASUREE:

STEPS TC BE TAKEN IN CASE OF SPILL:
Eliminare 31l ignition scurces. Ventilate confined areas.
{Open windows and doors). Wear appropriate protective clothing.
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Cover with absorbent. Scoop into sealabple safety container.
WASTE DISPOSAL METHOD:
Dispose of follewing local, state, and federal regulations.
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SECTION VIIT - EXPOSURE CONTROLS/PERSONAL PROTECTION

Occupational Exposure LDimits
ACGIH TLV BCGTIH TLV-C ACGIH STEL OSHA STEL QOSHA FEL

ACETONE
780 .00 DLM N/fegst 1000.00 PEM 1000.00 FPPM 750 .00 PPM

Methyl Ethyl Ketone
200.00 F3M W/eat ino.00 PPM 300.00 PEM 200.00 PPM

N-Butyl Acetate
150_.00 PEM N/est 200.00 PFM 200.00 FPM 150.00 FPM

ISOPROPANGL
400.00 FFM MN/ast 500.0Q0 PFM S0g, 00 PPM 400.00 PEM

RESPIRATORY PROTECTION:

If TLV of the product iz exceeded, a NIOSH/MSHAR jointly approved
air supply respirator is advised in the abgence of proper
ventilakion. CSHA regulatieons also permit the use of other
types of NIOSH/MSHA respirators under specified conditions.
(See your safety equipment supplier for more information)

VENTILATION:

Frovidae sufficient mechanical (general and/or lacal exhaust)
ventilation to maintain exposure below TLV.

Ventilate during application and curing of this preduct.

PROTECTIVE CLOTHING:

Rubbher glovea should ba worn whare skin contact iz likely.

Wear impervious clothing and shoes.

EYE PROTEQTION:

Chemical goggles or safety glasses should be worn,

HANDLING AND STORAGE PRECAUTIONS:

Keep away from heat, spark and flame.

Keap cut of reach of children.

Keep centainer ¢losed while not in use,

Do not cuk or bhurn recepticals that have centained a
golvent based product. Do not reuse this container.

Use only in a well ventilated azes.

____________________________________________________________________

N/A=NQT APPLICABLE N/AV=NOT AVAILABLE N/E, W/ est=N0T ESTABLISHED
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SECTION IX - THAWNSPORT INFORMATION:
DoT CLASSIFICATIONZ FOR ONE GATLLON AMD UNDER CONTAINERS

FOR FT:X WOOD PATCH IN 4cf. and l6oz. CANS:

DESCRIPTION: OEM-D, Consumer commodity

CLASS/ UN NO.: nons

DOT LABEL: ORM-D

IMDG eclacgs: 3.2 page #3135

IMDG BOL: Paintc,3, UMlz2e3, P II, LTD QTY

For over 1 GAL.: PFaint,3, UN#1263, PG IT, [Flammable Label reguired)
Ems Mo. 3-05 MFAG NMo. 310,313

- m - - 4 m e w ® m owm = =2 m W = m m — 4 m om = m w = m om = m = = = o =

SECTION X - REGULATORY INFORMATION:

BARA TITLE IIX SECTION 313:

This product contains the following toxic chemicals gubject to the
reporting requirements cof Secticn 313 of the Emergency Planning and
Community Right to Know Ack of 198F and of 40 CFR 372:

Ingredient Name CAS HNumber Percent
Methyl Ethyl Katone 78-93-3 15 - 2=

The following ingredients are regictered far TSCA 12B

Ingredient MName CAS Numbey Percent
LACETONE 67-64-1 15 - 25
N-Butyl Acetate N1l23-86-4 5 - 10
IEDPRODPANGL, &7-63-0 < 2.0

This material firs the EPA Hazaxd Category cefinitien of
Immediate {Acute)and Delayed (Chronic) Health Hazardz and
Fire Hazard under SARA Secticns 311, 31i2.

Chemical ingredients are listed on the TSCA inventory.
California FROP.65 Chemicals: none known

DISCLAIMER

The information contained herein is based on data availahle as of
the date of preparation of this MSDS and which we belisve to be

reliable, However, oo warranty ig expressed or implied regarding
the accuracy of the data. We shall not be responsible for the use
of rhis information, or of any product, methad, or apraratus men-
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tioned, and the user must make his own investigatien to determine
the suitability of the information or products for his particular
purpese, for the protection of the environment, and the health and
gafety of the ussrs of this material.
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